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1
CONTOURED DISC COUPLING

BACKGROUND

The present invention relates to high performance flexible
couplings, and in particular, to a contoured disc coupling.

Flexible couplings are used in machinery to connect a first
rotating part to a second rotating part. Flexible couplings are
designed to transmit torque between the rotating parts,
accommodate misalignment between the rotating parts, and
to compensate for end movement of either of the rotating
parts. A lot of stress can be produced in the system due to the
amount of torque that is being transmitted and the amount of
misalignment or end movement of the rotating parts. Flex-
ible couplings are used to transmit the torque and absorb
stress. Flexible couplings can include gear couplings or
metallic couplings. Gear couplings have a first and second
set of gear teeth that mesh and move together to transmit
torque. Metallic couplings include diaphragm couplings and
disc couplings that transmit torque through the flexure of
metallic material.

Diaphragm couplings and disc couplings differ in how
they transmit torque and accommodate flexure of the metal-
lic material. Diaphragm couplings are plates (or dia-
phragms) that can be used as a single piece or multiple
pieces. Diaphragm couplings can be contoured, convoluted,
or have cut-out portions. Diaphragm couplings accommo-
date flexure in the metal in the radial direction, either from
the outer diameter to the inner diameter or vice versa. The
torque is thus transferred as shear stress through the dia-
phragm coupling and axial and angular deflection are
accommodated by bending. Disc couplings are stacks of thin
flat sheets of metal that are bolted together in a stack. Disc
couplings accommodate flexure in the metal between bolts.
Adjacent bolts are alternately fastened to the two rotating
parts so that one bolt can act as the load transmitter and the
adjacent bolt can act as the load receiver. The torque is thus
transferred as tensile stress through the disc coupling and
axial and angular deflection are accommodated by bending.

SUMMARY

A contoured disc coupling includes a plurality of fasten-
ing locations. Each fastening location has a body portion and
an aperture running through the body portion. A plurality of
webs extend between adjacent fastening locations, and each
web has a contoured shape.

A power transmission system includes a first shaft, a
second shaft, and a disc coupling attaching the first shaft to
the second shaft. The disc coupling includes a central
opening, a plurality of fastening locations positioned around
the central opening, and a plurality of webs that each have
a contoured shape extending between the plurality of fas-
tening locations around the central opening.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is perspective view of a contoured disc coupling.

FIG. 2A is a front plan view of the contoured disc
coupling.

FIG. 2B is a side elevation view of the contoured disc
coupling.

FIG. 2C is a cross-sectional side view of the contoured
disc coupling taken along line 2C-2C in FIG. 2A.

FIG. 3 is a side elevation view of the contoured disc
coupling positioned between a first rotating part and a
second rotating part.
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2
DETAILED DESCRIPTION

In general, the present disclosure includes a contoured
disc coupling that can be positioned between two rotating
parts to transfer torque between the two rotating parts. The
contoured disc coupling includes a plurality of fastening
locations with apertures through which a fastener can be
placed. A plurality of webs extend between the plurality of
fastening locations. Each of the webs has a contoured shape
with a first thickness on a first end and a second end, and a
second thickness in the center of the web. The first thickness
is thicker than the second thickness, and the web tapers
between the two thicknesses to create the contoured shape.
The contoured shape of the webs allows each of the webs to
efficiently and effectively transfer torque between adjacent
fastening locations. The contoured shape of the webs also
allows each of the webs to bend and flex to accommodate
axial and angular deflections between the two rotating parts.

FIG. 1 is perspective view of contoured disc coupling 10.
Contoured disc coupling 10 includes fastening locations 12,
webs 14, and central opening 16. Each fastening location 12
includes body portion 20 and aperture 22.

Contoured disc coupling 10 includes fastening locations
12 and webs 14 that are positioned around central opening
16. Fastening locations 12 are positioned around a periphery
of contoured disc coupling 10. Contoured disc coupling 10
is a single piece. Webs 14 extend between adjacent fastening
locations 12 to connect fastening locations 12 together. Each
fastening location 12 includes body portion 20 and aperture
22. Body portions 20 are cylindrically shaped. One aperture
22 extends from a first side to a second side of each body
portion 20. Apertures 22 are capable of receiving a fastener
when contoured disc coupling 10 is installed between two
rotating parts.

Webs 14 are contoured with a first thickness at a first end
and a second end of each web 14, and a second thickness at
a center of each web. The first thickness is thicker than the
second thickness in the embodiment shown. The slope of
webs 14 tapers between the first end and the center and
between the second end and the center. Webs 14 are con-
toured to accommodate tensile and bending stresses. When
contoured disc coupling 10 is positioned between two rotat-
ing parts, torque will be transmitted through contoured disc
coupling 10. Contoured disc coupling 10 has to withstand
high tensile stresses due to the torque that will be transmitted
through contoured disc coupling 10. Contoured disc cou-
pling 10 also has to withstand high bending stresses that are
associated with axial and angular deflection between the two
rotating parts between which contoured disc coupling 10 is
positioned.

The contoured shaped of webs 14 allows them to with-
stand the tensile and bending stresses stemming from the
torque, speed, and axial and angular deflections of the two
rotating parts. Prior art disc couplings include stacks of thin
flat discs that are bolted together in a pack. These disc
couplings have a potential failure mode in which the discs
rub against each other, generating heat and fretting. This can
ultimately lead to the formation of cracks. Contoured disc
coupling 10 eliminates this potential failure mode, as con-
toured disc coupling 10 is a single piece and does not have
multiple parts that can rub against each other to generate
heat and fretting.

Contoured disc coupling 10 also has increased deflection
capability compared to prior art disc couplings. This allows
contoured disc coupling 10 to be used in more applications
than prior art disc couplings. Further, the stresses in con-
toured disc coupling 10 can be more accurately predicted,
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make contoured disc coupling 10 more reliable than prior art
disc couplings. Being able to accurately predict the stresses
in contoured disc coupling 10 also allows contoured disc
coupling 10 to be designed and tailored for specific uses.
This allows flexibility in the design to ensure that high
fatigue stresses are not located near the edges of contoured
disc coupling 10.

FIG. 2A is a front plan view of contoured disc coupling
10. FIG. 2B is a side elevation view of contoured disc
coupling 10. FIG. 2C is a cross-sectional side view of
contoured disc coupling 10 taken along line C-C in FIG. 2A.
Contoured disc coupling 10 includes fastening locations 12,
webs 14, and central opening 16. Each fastening location 12
includes body portion 20 and aperture 22.

Contoured disc coupling 10 includes fastening locations
12 and webs 14 positioned around central opening 16.
Contoured disc coupling 10 is a single piece that can be
manufactured using a variety of processes. In one embodi-
ment, contoured disc coupling 10 is an additively manufac-
tured monolithic part. In an alternate embodiment, con-
toured disc coupling 10 is manufactured with a multiaxis
machining manufacturing process. Contoured disc coupling
10 is made out of a metallic material in the embodiment
shown, but can be made out of other suitable materials in
alternate embodiments. Webs 14 extend between adjacent
fastening locations 12 and are attached on either end to
fastening locations 12.

Fastening locations 12 each include body portion 20 and
aperture 22. Body portions 20 are cylindrically shaped and
apertures 22 run from a first side to a second side of each
body portion 20. Apertures 22 are capable of receiving a
fastener when contoured disc coupling 10 is installed
between two rotating parts.

Webs 14 each have a contoured shape with first thickness
T, at a first end and a second end of each web 14, and second
thickness T, in the center of each web 14. First thickness T,
is larger than second thickness T, in the embodiment shown.
This difference in thickness gives webs 14 their contoured
shape, as each web 14 tapers from first thickness T, to
second thickness T,. Fastening locations 12 have third
thickness T; that is larger than first thickness T,. Third
thickness T} is larger than first thickness T, so that webs 14
can attach to fastening locations 12 and be positioned a
distance away from the front and back surface of fastening
locations 12.

Contoured disc coupling 10 is designed to transmit torque
in tension between fastening locations 12. One fastening
location 12 acts as a load distributor and an adjacent
fastening location 12 acts as a load receiver. In order for
torque to be efficiently transmitted between adjacent fasten-
ing locations 12, webs 14 have to be capable of withstanding
high tensile and bending stresses. The tensile stresses come
from the transfer of torque across webs 14 and the bending
stresses come from the axial and angular deflections of the
rotating parts between which contoured disc coupling 10 is
positioned. Contoured disc coupling 10 is designed to
evenly distribute the tensile and bending stresses across
webs 14.

First thickness T, and second thickness T, of webs 14 are
selected to evenly distribute the tensile and bending stresses
in contoured disc coupling 10. In the center of webs 14 the
only significant stresses are tensile stresses from torque and
some bending stress from angular velocity. Second thickness
T, of the center of web 14 is thus selected based solely on
the torque required for any given application. Second thick-
ness T, tapers to first thickness T, in both directions. The
taper is designed to distribute bending stresses along a face
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of each of webs 14. Thus, first thickness T, at the first end
and second end of each web 14 is selected in light of the
taper required to accommodate the bending stresses that will
be present in any given application. Third thickness T is
selected so that webs 14 can be attached to fastening
locations 12 a distance away from the front or back face of
fastening locations 12. This prevents fatigue and fretting on
the first end and the second end of webs 14.

Prior art disc couplings consisted of thin flat discs that
were stacked together. Some of the problems present with
prior art disc couplings include the following. First, deflec-
tion of the discs was limited depending on where the disc
was positioned in the stack. Second, stress due to bending
was concentrated around the fastening locations, causing
fretting in these areas. Third, the discs in the stack rubbed
together and generated heat, leading to fractures in the discs.

Contoured disc coupling 10 eliminates the problems pres-
ent in prior art disc couplings. First, contoured webs 14
allow contoured disc coupling 10 to deflect more than was
previously possible, as the contoured shape more easily
accommodates bending stresses. Further, contoured disc
coupling 10 is a single piece, allowing webs 14 to more
easily deflect. Second, the contoured shape of webs 14 is
designed to transfer bending stresses away from fastening
locations 12 and out into webs 14. This prevents fretting
around fastening locations 12. Third, contoured disc cou-
pling 10 is a single piece so there are no moving parts that
can rub together to generate heat and potentially cause
fracturing.

Another advantage of contoured disc coupling 10 is that
the contoured design can be tailored so that the highest
fatigue stresses in contoured disc coupling 10 are not located
near an edge. Prior art disc couplings faced this problem, as
the surface finish and exact contour of the disc edge were
difficult to control during manufacturing. The imprecision in
the surface finish and disc edge contour caused prior art disc
couplings to experience fatigue near surfaces of the disc
coupling. Contoured disc coupling 10 has eliminated this
problem, as the contoured shape of webs 14 is designed such
that the highest fatigue stresses occur in flat, wide areas of
contoured disc coupling 10 where the surface finish can be
tightly controlled and inspection is much easier.

A further advantage of contoured disc coupling 10 is that
the stresses in contoured disc coupling 10 can be accurately
predicted. More accurately predicting the stresses in con-
toured disc coupling 10 allows for the design of contoured
disc coupling 10 to be optimized. Further, being able to more
accurately predict the stresses in contoured disc coupling 10
allows for greater reliability in using contoured disc cou-
pling 10 in different settings. This expands the applications
in which contoured disc coupling 10 can be used compared
to prior art disc couplings. The applications of prior art disc
couplings were limited because the design either could not
meet operational needs or because the reliability of the disc
coupling could not be accurately established. Contoured disc
coupling 10 eliminates these concerns and contoured disc
coupling 10 can be used in broader applications than was
previously possible.

FIG. 3 is a side elevation view of contoured disc coupling
10 positioned between first rotating part 30 and second
rotating part 40. Disc coupling 10 includes fastening loca-
tions 12 and webs 14. First rotating part 30 includes fasten-
ing plate 32 and shaft 34. Second rotating part 40 includes
fastening plate 42 and shaft 44. Also shown are fasteners 50,
nuts 52, spacers 54, and washers 56.

Disc coupling 10 is positioned between first rotating part
30 and second rotating part 40. Disc coupling 10 includes
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fastening locations 12 and webs 14 that extend between
adjacent fastening locations 12. Webs 14 have a contoured
shape with first thickness T, at a first end and a second end
of' web 14, and a second thickness T, in the center of web 14.
Each fastening location 12 includes an aperture through
which a fastener can pass. First rotating part 30 includes
fastening plate 32 and shaft 34. Fastening plate 32 includes
a plurality of apertures through which a fastener can pass.
Second rotating part 40 includes a fastening plate 42 and
shaft 44. Fastening plate 42 includes a plurality of apertures
through which a fastener can pass. Fastening plate 32 and
fastening plate 42 are tri-lobed plates in the embodiment
shown in FIG. 3, but can by any suitable plate, including
scalloped or triangular plates, in alternate embodiments.
Each aperture in fastening locations 12 is aligned with an
aperture in either fastening plate 32 or fastening plate 42.
This allows a fastener to pass through an aperture in one of
fastening plate 32 or fastening plate 42 and then through
fastening location 12.

Fasteners 50 are used to connect first rotating part 30 to
second rotating part 40 with contoured disc coupling 10
positioned in between. Fasteners 50 are alternately fastened
to first rotating part 30 and second rotating part 40 so that
one fastening location 12 can act as a load transmitter and an
adjacent fastening location 12 can act as a load receiver.
Fasteners 50 are placed through the apertures in fastenings
locations 12 and through an aperture in either fastening plate
32 or fastening plate 42. Spacers 54 are provided to space
contoured disc coupling 10 away from fastening plate 32
and fastening plate 42. Washers 56 are positioned between
nuts 52 and contoured disc coupling 10. In alternate embodi-
ments, spacers 54 and washers 56 can be eliminated.

As shown in the embodiment seen in FIG. 3, as shaft 34
of first rotating part 30 rotates, torque will be transmitted
through contoured disc coupling 10 to rotate shaft 44 of
second rotating part 42. Torque is transmitted from fasteners
50 that are attached to fastening plate 32, through contoured
disc coupling 10, and into fasteners 50 that are attached to
fastening plate 42. Torque can also be transmitted in the
opposite direction if second rotating part 40 is driving first
rotating part 30. The torque is transmitted through contoured
disc coupling 10 as tensile stress along webs 14. The
contoured design of webs 14 allows webs 14 to flex and
accommodate for misalignment between first rotating part
30 and second rotating part 40.

Contoured disc coupling 10 is advantageous over prior art
disc couplings. Contoured disc coupling 10 transmits torque
more efficiently and effectively than prior art disc couplings
and can deflect more to accommodate the stresses put on it.
The stresses that will be present in contoured disc coupling
10 in any given setting can also be more accurately pro-
jected. This allows contoured disc coupling 10 to be
designed with more precision depending on what application
it will be used in. This allows contoured disc coupling 10 to
be used in more settings than was previously possible.

While the invention has been described with reference to
an exemplary embodiment(s), it will be understood by those
skilled in the art that various changes may be made and
equivalents may be substituted for elements thereof without
departing from the scope of the invention. In addition, many
modifications may be made to adapt a particular situation or
material to the teachings of the invention without departing
from the essential scope thereof. Therefore, it is intended
that the invention not be limited to the particular embodi-
ment(s) disclosed, but that the invention will include all
embodiments falling within the scope of the appended
claims.
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The invention claimed is:

1. A contoured disc coupling comprising:

a plurality of fastening locations, wherein each fastening
location has a body portion with a first face and a
second face opposite the first face, and an aperture
running through the body portion from the first face to
the second face; and

a plurality of webs extending between adjacent fastening
locations, wherein each web has a contoured shape,
wherein each web has a first thickness (T,) at a first end
of the web and at a second end of the web, and a second
thickness (T,) in the middle of the web;

wherein the body portion of the fastening location has a
third thickness (T,) from the first face to the second
face that is greater than the first thickness (T,) of the
first end of the web and the second end of the web,
wherein the first end of the web and the second end of
the web are positioned a distance away from the first
face and the second face of the fastening locations; and

wherein the contoured disc coupling is a monolithic piece
and the plurality of fastening locations and the plurality
of webs are made out of a metallic material.

2. The contoured disc coupling of claim 1, wherein the
first thickness—(T,) is greater than the second thickness
(T5).

3. The contoured disc coupling of claim 2, wherein each
of the plurality of webs tapers between the first thickness
(T,) and the second thickness (T,), wherein the tapered webs
distribute bending stresses along a face of each of the webs.

4. The contoured disc coupling of claim 1, wherein the
plurality of fastening locations are positioned around a
periphery of the contoured disc coupling.

5. The contoured disc coupling of claim 1, wherein the
plurality of fastening locations and the plurality of webs are
positioned around a central opening.

6. The contoured disc coupling of claim 1, wherein the
contoured disc coupling is additively manufactured.

7. A power transmission system comprising:

a first shaft;

a second shaft; and

a disc coupling attaching the first shaft to the second shaft,
wherein the disc coupling further comprises:

a central opening;

a plurality of fastening locations positioned around the
central opening, wherein each of the fastening loca-
tions has a body portion with a first face and a second
face; and

a plurality of webs that each have a contoured shape
extending between the plurality of fastening loca-
tions around the central opening, wherein each web
has a first thickness (1) at a first end of the web and
at a second end of the web, and a second thickness
(T,) in a middle of the web;

wherein the body portion of each fastening location has
a third thickness (T;) from the first face to the second
face that is greater than the first thickness (T,) of the
first end of each of the webs and the second end of
each of the webs, wherein the first end of each of the
webs and the second end of each of the webs are
positioned a distance away from the first face and the
second face of each of the fastening locations; and

wherein the contoured disc coupling is a monolithic
piece and the plurality of fastening locations and the
plurality of webs are made out of a metallic material.

8. The power transmission system of claim 7, wherein the
first thickness (T,) is greater than the second thickness (T,).
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9. The power transmission system of claim 7, wherein
each of the plurality of webs tapers between the first
thickness (T,) and the second thickness (T,), wherein the
tapered webs distribute bending stresses along a face of each
of the webs. 5

10. The power transmission system of claim 7, wherein
the disc coupling is additively manufactured.
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